
vansan
WAT E R  T E C H N O L O G I E S

DRAINAGE

DRAINAGE PUMPS

C A T A L O G U E
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Pump
- Max. immersion depth: 5 m

- Max. liquid temperature: 40 °C

- Liquid pH value: 4-10

- Max. liquids density 1.2 x 10kg/m

Application
- Waste water drainage in factories, construction sites

  and commercial facilities.

- Drainage system in municipal sewage treatment plants.

- Drainage stations in residential quarters.

- Municipal projects.

- Methane pools and field irrigation in rural areas.
Motor
- Copper winding

- Built-in thermal protector

- Stainless steel welded shaft

- Insulation Class: B

- Protection Class: IPX8 

Model Power
 (kW)

  Outlet
Diameter
  (mm)

Voltage/
Frequency

(V/HZ)

 Max.
 Flow

(l/min)

Max.
Head
(m)

Max.
particle dia.

(mm)

G.W.
(kg)

V180 0.18 32 220/50 133 5.37 15
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V180-F

NOT FOR CONTINUOUS RUNNING

V180 DRAINAGE PUMP

220V
C/W FLOAT SWITCH & 6m CABLE

Performance chart

Performance table

Model Power
 (kW)

  Outlet
Diameter
  (mm)

Voltage/
Frequency

(V/HZ)

 Max.
 Flow

(l/min)

Max.
Head
(m)

Max.
particle dia.

(mm)

G.W.
(kg)

V250 0.25 32 220/50 150 9.57.5 15
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V250-F

V250 DRAINAGE PUMP

220V
C/W FLOAT SWITCH & 6m CABLE

Performance chart

Performance table

Pump
- Max. immersion depth: 5 m

- Max. liquid temperature: 40 °C

- Liquid pH value: 4-10

- Max. liquids density 1.2 x 10kg/m

Motor
- Copper winding

- Built-in thermal protector

- Stainless steel welded shaft

- Insulation Class: B

- Protection Class: IPX8 

NOT FOR CONTINUOUS RUNNING

Application
- Waste water drainage in factories, construction sites

  and commercial facilities.

- Drainage system in municipal sewage treatment plants.

- Drainage stations in residential quarters.

- Municipal projects.

- Methane pools and field irrigation in rural areas.
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Model Power
 (kW)

  Outlet
Diameter
  (mm)

Voltage/
Frequency

(V/HZ)

 Max.
 Flow

(l/min)

Max.
Head
(m)

Max.
particle dia.

(mm)

G.W.
(kg)

V550AF 0.55 50 220/50 260 149.5 15

litres per minute

m³ per hour
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V550AF

V550AF DRAINAGE PUMP

220V
C/W FLOAT SWITCH & 6m CABLE

Performance chart

Performance table

Pump
- Max. immersion depth: 5 m

- Max. liquid temperature: 40 °C

- Liquid pH value: 4-10

- Max. liquids density 1.2 x 10kg/m

Motor
- Copper winding

- Built-in thermal protector

- Stainless steel welded shaft

- Insulation Class: B

- Protection Class: IPX8 

Application
- Waste water drainage in factories, construction sites

  and commercial facilities.

- Drainage system in municipal sewage treatment plants.

- Drainage stations in residential quarters.

- Municipal projects.

- Methane pools and field irrigation in rural areas.

NOT FOR CONTINUOUS RUNNING

Model Power
 (kW)

  Outlet
Diameter
  (mm)

Voltage/
Frequency

(V/HZ)

 Max.
 Flow

(l/min)

Max.
Head
(m)

Max.
particle dia.

(mm)

G.W.
(kg)

V750F 0.75 50 220/50 300 2112 25

litres per minute

m³ per hour
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V750F

V750F DRAINAGE PUMP

220V
C/W FLOAT SWITCH & 6m CABLE

Performance chart

Performance table

NOT FOR CONTINUOUS RUNNING

Pump
- Max. immersion depth: 5 m

- Max. liquid temperature: 40 °C

- Liquid pH value: 4-10

- Max. liquids density 1.2 x 10kg/m

Motor
- Copper winding

- Built-in thermal protector

- Stainless steel welded shaft

- Insulation Class: B

- Protection Class: IPX8 

Application
- Waste water drainage in factories, construction sites

  and commercial facilities.

- Drainage system in municipal sewage treatment plants.

- Drainage stations in residential quarters.

- Municipal projects.

- Methane pools and field irrigation in rural areas.
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Model Power
 (kW)

  Outlet
Diameter
  (mm)

Voltage/
Frequency

(V/HZ)

 Max.
 Flow

(l/min)

Max.
Head
(m)

G.W.
(kg)

V1300DF 1.3 50 220/50 300 25.512

litres per minute

m³ per hour

Flowrate (Q)

H
ea

d 
(m

)

2

4

6

8

10

12

14

0 40 80 120 160 200 240 280 320 360

0 2 4 6 8 1210 14 16 18 20

400 440

24 2622

V1300DF

V1300DF DRAINAGE PUMP

220V
C/W FLOAT SWITCH, CUTTER & 6m CABLE

Performance chart

Performance table

NOT FOR CONTINUOUS RUNNING

Pump
- Max. immersion depth: 5 m

- Max. liquid temperature: 40 °C

- Liquid pH value: 4-10

- Max. liquids density 1.2 x 10kg/m

Motor
- Copper winding

- Built-in thermal protector

- Stainless steel welded shaft

- Insulation Class: B

- Protection Class: IPX8 

Application
- Waste water drainage in factories, construction sites

  and commercial facilities.

- Drainage system in municipal sewage treatment plants.

- Drainage stations in residential quarters.

- Municipal projects.

- Methane pools and field irrigation in rural areas.
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V1800DF

Model Power
 (kW)

  Outlet
Diameter
  (mm)

Voltage/
Frequency

(V/HZ)

 Max.
 Flow

(l/min)

Max.
Head
(m)

G.W.
(kg)

V1800DF 1.8 75 220/50 400 32.510

V1800DF DRAINAGE PUMP

220V
C/W FLOAT SWITCH, CUTTER & 6m CABLE

Performance chart

Performance table

NOT FOR CONTINUOUS RUNNING

Pump
- Max. immersion depth: 5 m

- Max. liquid temperature: 40 °C

- Liquid pH value: 4-10

- Max. liquids density 1.2 x 10kg/m

Motor
- Copper winding

- Built-in thermal protector

- Stainless steel welded shaft

- Insulation Class: B

- Protection Class: IPX8 

Application
- Waste water drainage in factories, construction sites

  and commercial facilities.

- Drainage system in municipal sewage treatment plants.

- Drainage stations in residential quarters.

- Municipal projects.

- Methane pools and field irrigation in rural areas.
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vansan
WAT E R  T E C H N O L O G I E S

NOTES

Model Power
 (kW)

  Outlet
Diameter
  (mm)

Voltage/
Frequency

(V/HZ)

 Max.
 Flow

(l/min)

Max.
Head
(m)

G.W.
(kg)

V2200DF 2.2 75 220/50 520 31.510

litres per minute

m³ per hour
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V2200DF

V2200DF DRAINAGE PUMP

220V
C/W FLOAT SWITCH, CUTTER & 6m CABLE

Performance chart

NOT FOR CONTINUOUS RUNNING

Pump
- Max. immersion depth: 5 m

- Max. liquid temperature: 40 °C

- Liquid pH value: 4-10

- Max. liquids density 1.2 x 10kg/m

Motor
- Copper winding

- Built-in thermal protector

- Stainless steel welded shaft

- Insulation Class: B

- Protection Class: IPX8 

Application
- Waste water drainage in factories, construction sites

  and commercial facilities.

- Drainage system in municipal sewage treatment plants.

- Drainage stations in residential quarters.

- Municipal projects.

- Methane pools and field irrigation in rural areas.
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www.vansan.co.za
www.facebook.com/vansansa
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